
Poly Sync 60 Speakerphone
Premium, powerful sound

Everyone deserves to hear the whole meeting — loud and clear. This smart speakerphone fills conference rooms with remarkable sound using
powerful twin speakers. And be heard with six mics focusing on voices, not the noise.

Big sound, meet smart ideas
Get down to business and hear voices clearly with the smart speakerphone

designed for conference rooms with Poly signature audio. Twin speakers and
the six-mic array ensure everyone has a voice while helping to keep echo and

noise out.

Let’s get started
Users enjoy easy connectivity with their preferred way to work — connect

wirelessly via Bluetooth® or wired via combined USB-A/USB Type-C® . And with
a built-in USB video camera input moving from an audio to video call is super

easy.

Six-microphone array
Experience conference calls with outside noise and distractions tuned out. A six-microphone array focuses on your voice — not the surrounding noise. 

Full-duplex audio
Collaboration gets tough when one voice dominates the conversation. Full-duplex audio makes simultaneous conversations a breeze.

Audio clarity
Enjoy more clarity on every call, thanks to the bass reflex system with dual passive radiators for natural voice and deep bass.

Consistent voice level
Being on the far end of the call becomes difficult in a conference call with various speakers. Poly Sync 60 features adaptive gain control for consistent voice
level even if the speaker stands far from the unit.
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Datasheet

Poly Sync 60 Speakerphone

Specifications

Compatible with
Compatible operating systems: Windows 10; macOS

Connectivity and communications
Wireless range: Up to 30 m
Bluetooth version: 5.1
Supported bluetooth profiles: A2DP; AVRCP; HFP; HSP; BLE
Connection type: USB Type-C®; Bluetooth®; USB Type-A

User interface features
Touch user controls: Call/answer end; Mute; Volume +/-; Programmable function button; Bluetooth®
pairing
Button user controls: Power on/off; Wireless daisy chain

Audio
Audio features:
Full duplex audio
Noise and echo reduction
Bass reflect with dual passive radiators
Microphone type: Bidirectional
Microphone bandwidth: 100 Hz to 6.7 kHz
Speaker bandwidth: 75 Hz to 20 kHz
Speaker size: 50 mm
Nominal sound pressure level: 95 dB SPL
Signal-to-noise ratio: >55 dB
Frequency response (microphone): 100 Hz to 6.7 kHz
Sensitivity (microphone): -45 +/-3 dB

Battery
Battery capacity: 5000 mAh

Certifications
Certified collaboration software: Zoom
Special features: Two highly visible status light bars for 360 degree call status indication

Environmental
Certifications and compliances: CE; FCC; Rohs

Applications supported
Management software:
Poly Lens

Minimum system requirements
USB Type-A port

Weight and dimensions
Product Primary Color: Silver
Weight (metric): 1 kg
Product Dimensions (metric): 3.7 x 11.6 x 39.4 cm
Package dimensions (metric): 24.2 x 46.4 x 5.4 cm
Package Weight (metric): 1.85 kg
Cable length (metric): 1500 mm
UPC number: 017229172500
Product number: 772C2AA

Warranty
Poly standard two-year limited warranty

What is in the box
USB Type-A cable with USB Type-A to USB-C® adapter

Key Selling Points Footnotes
 Poly USB video device sold separately.  Visit https://www.poly.com/us/en/products/phones/sync/sync-60 for more detail.
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